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LBB-1660
Manual Hone for Precision Rod Reconditioning
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You can keep your rod inventory at a minimum and 

provide fast turnaround service on your customers’ 

own rods.

Honing units are available for complete rod 

reconditioning diameter ranges of 1.450 in. to 4.700 
in. (36,9 - 119,4 mm).

Pin Fitting precision, too!

The LBB-1660 hones both piston pin holes at the 

same time for perfect center line alignment of the 

holes ... as important as hole size!

Pin fi tting with the LBB-1660 will give you pre-run-in 

fi t with full bearing surface.

You can expect accuracy to .0001 in. (.0025 mm) with 

the Sunnen LBB-1660.

Mandrels from .370 in. to 2.625 in. (9,4 - 66,7 mm) are 

available for pin fi tting and other automotive jobs.

SU N N EN’S LBB-1660 H0N E : GETS YOU I NTO H I

The Sunnen® rod honing method is 
preferred for precision - worldwide.

The LBB-1660 produces a round and straight 

honed bore ... in all respects equal to or better than 

manufacturer’s new rods.
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Only a few jobs per month will pay 
for your Sunnen LBB-1660 hone and 
gage. 

A ready-made market! Rods should be reconditioned 

on every major overhaul and engine rebuild. And 

the Sunnen LBB-1660 is the method your customers 

know and trust.

You make  more money faster and easier 

reconditioning rods with the Sunnen LBB-1660 than 

most other shop operations. You do a set of eight 

rods in less than 40 minutes.

Increases parts sales. You get an extra profi t bonus 

from additional parts sales of related items on every 

job.

And it is versatile. In addition to rod reconditioninhg, 

the Sunnen LBB-1660 does King Pins, air compressors 

and small bore engines like those found on 

motorcycles, boats and lawn mowers.

GH PROFIT ROD R ECON DITION I NG
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The LBB-1660,
Built and Backed by
Sunnen, the Leader in
Automotive Honing

Gage Setting Fixture (optional)
Transfers pin size from the pin to the 

AG-400 Precision Gage. Eliminates 

discrepancies between the size of 

setting masters and parts being 

honed.

The LBB is now equipped with new safety features 
including a spindle motor brake, an interlocked 
belt guard, a lockable coolant access door and a 
foot guard.

AG-400 Precision Gage & Gage Stand (optional) 
The  most widely accepted gage in the industry 

and for good reason! It’s rugged, reliable and 

accurate. Reads in “tenths” - .0001 in. 

(.0025 mm).

Powerful Electric Motor with enough 

power to recondition larger rods. 

Dual Cutting Pressure Dials
Light and heavy cutting pressure 

dials give you the optimum 

adjustability for good stock removal 

rates with maximum stone life. 

(Heavy cutting pressure dial not 

visible.)

Six Speed V- Belt Drive
Provides optimum speed for a wide range of 

diameters ... 200 -640 rpm.
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The Complete Sunnen
Rod Reconditioning
Package

Sunnen provides everything you need 

to start making money right away! Just 

order the following:

1. LBB-1660 Honing Machine
Shipped assembled and ready for  

operation with a minimum of setup 

required. Includes:

 MAN-700 Diamond Dresser

 LBN-740 Work Support

 LBN-730 V-8 Con-Rod Support

 LN-0116A Eccentric Sleeve

 

2. AG-400 Precision Gage
The AG-400 is the industry standard 

for precision gaging (order separately). 

Assures accuracy within .0001 in. 

(.0025 mm) with a range of .375 in. - 

3.375 in. (9.5 - 85.7 mm) with optional 

point sets.

3. MAN-845-5 Five Gallon 
(18.9 L) Honing Oil
Use genuine Sunnen Honing Oil for 

faster cutting, maximum stone life and 

fi nest surface fi nish. Machine requires 

15 gallons (56.8 L). (Order separately.)

4. Tooling and Accessories
Select Sunnen-manufactured mandrels, 

stones and accessories to fi t your exact 

applications. No one offers a more 

complete package than Sunnen.

Self Contained Oil Tank
Holds 15 gallons (58.8L) of Sunnen Honing Oil.

Adjustable Three Jet Honing Oil Delivery 
System 

Easily adjusted to assure even fl ow of honing 

oil over the part being honed and the entire 

mandrel.

Precision Stone Feed Up System
Accurate stone feed up for precise 

stone wear compensation.

Adjustable Pedal Bar
Length is adjustable for maximum operator 

comfort.

Drip Trays (Optional)
Provide work surface for in-process parts 

and allow honing oil to drain for re-use. (Two 

drip trays are included in optional CRF-100 

Connecting Road kit.)

Pictured with optional worklight.
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Since 1924, Sunnen has been the leader in honing. We 

constantly improve our automotive honing systems by 

incorporating the same technology we put into our high-

production, automated systems used by OEM engine 

component manufacturers. Sunnen systems are reliable, 

durable and fl exible and are designed to deliver the 

precision our customers have grown to expect.

Sunnen LBB-1660
The most versatile machine in 
your shop

Piston Pin Bores - One of the most critical tolerances 

in engine rebuilding. Make sure pin holes are perfectly 

aligned and to size with Sunnen honing. You may even 

want to “touch up” factory-new piston pin holes to meet 

your specs.

King Pin Bores - Even lower volume operations such as 

king pin rebuilding can be profi table with the versatile 

Sunnen LBB-1660.

Small Bore Engines - Sunnen honing makes quick work 

of whatever kind of small bore engines you work on ... 

motorcycles, lawn mowers, chain saw, garden tractor ... 

single or multiple-cylinder, two- or four-stroke.

Sunnen-Made 
Abrasives
From aluminum oxide to silicon carbide to diamond 

and CBN, Sunnen manufactures the industry’s  largest 

variety of abrasives, bond types, grain sizes and stone 

confi gurations. 

Before any stone is shipped, it is graded and qualifi ed, 

maintaining the most exacting quality control standards 

in the industry to assure you of the most precise and 

consistent honing performance available.
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Tooling
Sunnen offers a wide range of tooling for connecting rod 

reconditioning.

          

        

        

        

        

        

        

        

        

        

        

        

        

   

   SRT tools deliver excellent accuracy   

   with Sunnen diamond or CBN abrasive  

   stones.

CR Honing Units are specially designed for  honing con 

rod bores to original size on low-to-mid-volume rod 

reconditioning machines. 

Sunnen Premium
Honing Oils & Coolants
Sunnen’s premium honing oils and coolants provide 

extreme lubricity for higher honing pressure and harder 

abrasives, delivering faster, lower cost-per-part and 

ultimately more profi table cutting rates.

LBB-1660 Specifications,
and Tooling

Specifications:

Spindle Speed:  
200 to 640 rpm

Spindle Motor:
.5 Hp (,37 kw)

Diameter Range (ID): 
 Manual Stroking- .370 -4.700 in. 

 (9.4 - 119 mm)

 With CRF-100 Stroking Kit: 1,450 - 3.300 in.

 (37-84 mm)

Honing Oil Pump: 
Centrifugal pump driven from the spindle 

motor

Honing Oil Capacity: 
15 gallons (58.8 L)

Electrical System Options:
Model Numbers
LBB1660CK     115 V 60 Hz Single Phase 
LBB1660CE     460 V 60 Hz 3 Phase 
LBB1660CD    230 V 60 Hz 3 Phase 
LBB1660CG    CE/400 V 50 Hz 3 Phase
LBB1660CH    CE/440 V 50 Hz 3 Phase
All models CE Compliant

Floorspace: 
27.5 in. wide by 28.25 in. deep by 62.5 high

(700 mm by 730 mm by 1590 mm)

Shipping Weight: 
Approximately 675 pounds (306 kg)

Optional CRF-100 Manual Stroking 
Kit for consistently straight bores 
rod after rod
This kit provided controlled hand stroking of 
connecting rod on a special fi xture and gives 
many advantages over conventional hand 
stroking. It can be factory installed when 
order or retrofi tted in the fi eld.
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India - Sunnen India Pvt. Ltd.
Mumbai
Phone +91  223 913 6055
Fax +91 223 913 6056
Email sales@sunnen.in
 www.sunnen.in

Italy - Sunnen Italia S.r.l.
Arese
Phone +39  02 383 417 1
Fax +39  02 383 417 50
Email sunnen@sunnenitalia.com
 www.sunnenitalia.com 

Poland - Sunnen Polska Sp. z o.o.
Warszawa 
Phone +48  22 814 34 29
Fax +48  22 814 34 28
Email sunnen@sunnen.pl
 www.sunnen.pl

Sunnen RUS LLC
Moscow – Russia
Phone +7  495 258 43 43
Fax +7  495 258 91 75
Email sunnen@sunnen-russia.ru
 www.sunnen.ru

Switzerland - Sunnen AG
Ennetaach 
Phone +41  71 649 33 33
Fax +41  71 649 33 34
Email sales@sunnen.eu
 www.sunnen.eu

UK - Sunnen Products Ltd.
Hempstead Herts
Phone +44  1442 39 39 39
Fax +44  1442 39 12 12
Email hemel@sunnen.co.uk
 www.sunnen.co.uk 

Our global manufacturing, 

distribution, and sales and 

service network allows us 

to deliver quality Sunnen 

solutions worldwide. 

And our state-of-the-art

Technical Services Centers 

allow our technical experts 

to develop innovative solutions 

to customer application 

challenges. The Centers also 

provide answers for customer 

questions and training

for Sunnen representatives 

around the world.

Sunnen Products Company
World Headquarters
St. Louis, MO – USA
Phone 1.314.781.2100
Fax 1.314.781.2268
Toll Free 1.800.325.3670
Email sunnen@sunnen.com

 www.sunnen.com

Austria - Sunnen Austria GmbH
Hohenems 
Phone  +43 (0) 5576 74194
Fax +43 (0) 5576 74196
Email sales@sunnen.eu
 www.sunnen.at Sunnen 

Belgium - Sunnen Benelux BVBA
Kontich
Phone +32  38 80 2800
Fax +32  38 44 3901
Email info@sunnen.be
 www.sunnen.be 

Brazil - Sunnen Do Brasil LTDA.
São Paulo 
Phone +55  11 4177-3824
Fax +55  11 4362-3083
Email sunnen@sunnen.com.br
 www.sunnen.com.br 

China - Shanghai Sunnen
Mechanical Co. Ltd.
Shanghai
Phone +86  21 5813 3990
Fax +86  21 5813 2299
Email shsunnen@sunnensh.com
 www.sunnensh.com

Czech Republic  - Sunnen s.r.o.
Strakonice 
Phone +420  383 376 317
Fax +420  383 376 316
Email sunnen@sunnen.cz
 www.sunnen.cz 

France - Sunnen SAS
Saclay 
Phone +33  169 30 00 00
Fax +33  169 30 11 11
Email info@sunnen.fr
 www.sunnen.fr

Sunnen reserves the right to change or revise specifi cations and product design in connection with any feature of our products contained herein. 
Such changes do not entitle the buyer to corresponding changes, improvements, additions, or replacements for equipment, supplies or accessories 
previously sold. Information contained herein is considered to be accurate based on available information at the time of printing. Should any 

discrepancy of information arise, Sunnen recommends that user verify the discrepancy with Sunnen before proceeding.

WORLDWIDE

a legacy of excellence s ince 1924.

©2015 Sunnen Products Co.     Printed in USA     
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